
• Konveyörlerde yapılan taşımalarda, taşınan malzeme 
  içindeki demir ve demir bileşiklerinin (manyetik 
  metallerin) tutulmasında kullanılır.
  Taşıma bantlarının genişlik ölçüsüne ve taşınan 
  malzemenin taşınma yüksekliğine bağlı olarak her 
  ölçüde tasarımı mümkündür. Sabit mıknatıslı üretilen 
  makinelerimizin uygulama alanına göre manyetik 
  malzeme seçimi yapılır. Firmamızda Sr-Ferrit ve NdFeB 
  alaşımlı manyetik malzemeler ile manyetik tutucu 
  imalatı yapılmaktadır.

MANUEL TEMİZLEMELİ PERMANENT BANT 
ÜSTÜ TUTUCU

• It is used for the retention of iron and iron compounds 
  (magnetic metals) in the transported material during 
  transportation on conveyors. Depending on the width 
  of the conveyor belts and the transport height of the 
  transported material, it is possible to design in any size.
  Magnetic material selection is made according to the 
  application area of our machines produced with 
  permanent magnets. Our company manufactures 
  magnetic holders with Sr-Ferrit and NdFeB alloy 
  magnetic materials.

MANUEL CLEANING OVERBELT 
PERMANENT MAGNETIC HOLDER
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MODEL

E A B C D

MBT-504522 500
600
650
700

500 450 225 200

MBT-504525 500 450 250 250

MBT-504527 500 450 275 250

MBT-655522

800
900

650 550 225 200

MBT-655525 650 550 250 250

MBT-655530 650 550 300 300

MBT-856522

1000
1200

850 650 225 200

MBT-856525 850 650 250 250

MBT-856530 850 650 300 350

MBT-1006530

1400

1000 650 250 250

MBT-655522 1000 650 300 300

MBT-1006532 1000 650 325 325

Bant 
Genişliği 

Belt 
Width
(mm)

Mıknatıs Boyutları
Magnet Dimensions

(mm)

Çekme Mesafesi
Pulling Distance

(mm)

Talep edilen ölçülere uygun özel imalat yapılabilmektedir.
Custom manufacturing according to requested dimensions is available.
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